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Technical Data 
PA-S small filter 

G 1/8” 

Bowl material  Polyamid 

Head material   Polypropylene 

Gasket material  Buna-N 

Filter cartridge material PE 5µm, 35µm or 80µm 

Temperature Min./Max. °C 5 - 50 

Maximum pressure bar 10 bar (at 24°C max.) 

Size A mm 58 

Size B mm 58 

Size C mm 48 

 

Ordering Information PA-S small filter 

PA-S filter with G 1/8” connections 777.000 

Wall mounting bracket 777.500 

Spare Cartridge set* 5µm (5 p/set) 777.101 

Spare Cartridge set* 35µm (5 p/set) 777.201 

Spare Cartridge set* 80µm (5 p/set) 777.301 

* incl. Gasket 



 

PA-M medium filter 
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Technical Data 
PA-M medium filter 

G 1/4” G 3/8” G 1/2” 

Bowl material  Polyamid 

Head material   Polypropylene 

Gasket material  Buna-N 

Filter cartridge material PE 5µm, 35µm or 80µm 

Temperature Min./Max. °C 5 - 50 

Maximum pressure bar 10 bar (at 24°C max.) 

Size A mm 75,0 75,0 75,0 

Size B mm 94,5 98,5 102,5 

Size C mm 84,5 86,5 88,5 

 

Ordering Information PA-M medium filter 

PA-M filter with G 1/4” connections 777.011 

PA-M filter with G 3/8” connections 777.012 

PA-M filter with G 1/2” connections 777.013 

Wall mounting bracket 777.500 

Spare Cartridge set* 5µm (5 p/set) 777.111 

Spare Cartridge set* 35µm (5 p/set) 777.211 

Spare Cartridge set* 80µm (5 p/set) 777.311 

* incl. Gasket 

 



 

PA-L large filter 
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Technical Data 
PA-L large filter 

G 1/2” G 3/4” 

Bowl material  Polyamid 

Head material   Polypropylene 

Gasket material  Buna-N 

Filter cartridge material PE 5µm, 35µm or 80µm 

Temperature Min./Max. °C 5 - 50 

Maximum pressure bar 10 bar (at 24°C max.) 

Size A mm 90,5 90,5 

Size B mm 129,0 134,0 

Size C mm 115,0 118,0 

 

Ordering Information PA-L large filter 

PA-L filter with G 1/2” connections 777.021 

PA-L filter with G 3/4” connections 777.022 

Wall mounting bracket 777.501 

Spare Cartridge set* 5µm (5 p/set) 777.121 

Spare Cartridge set* 35µm (5 p/set) 777.221 

Spare Cartridge set* 80µm (5 p/set) 777.321 

* incl. Gasket 

 



 

PA-filter with manometer 
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Technical Data 
PA-filter with manometer 

G 3/8” G 1/2” 

Bowl material  Polyamid 

Head material   Polypropylene 

Gasket material  Buna-N 

Filter cartridge material PE 5µm, 35µm or 80µm 

Temperature Min./Max. °C 5 - 50 

Maximum pressure  atm. 

Size A mm 75,0 90,5 

Size B without manometer mm 98,5 129,0 

Size C mm 86,5 115,0 

 

Ordering Information 
PA-filter with manometer 

G 3/8” G 1/2” 

PA-manometer with G 3/8”  777.062 

PA-manometer with G 1/2” 777.071 

Wall mounting bracket 777.500 777.501 

Spare Cartridge set* 5µm (5 p/set) 777.111 777.121 

Spare Cartridge set* 35µm (5 p/set) 777.211 777.221 

Spare Cartridge set* 80µm (5 p/set) 777.311 777.321 

* incl. Gasket 

 


